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Flygt Pump Lift™ 

 

The Flygt Pump Lift™ simplifies hoisting submersible pumps. It gives 
quick pump installation in one continuous hoisting action. The pump 
is easy to locate also when submerged. 
 
One hoist can be used for several pumps. 
  
Function 
• The Pump Lift™ installation consists of a Grip Eye and one or 

more chain slings: 
• The Grip Eye is fitted to the hook of the hoist 
• Each chain sling is fitted to the handle of the pump. The 

rope/wire is suspended from the access opening 
• The rope/wire guides the Grip Eye to the Pump Lift™ chain. It 

engages and releases the Grip eye to the chain 
• One hoist can handle all the pumps 
• The hoist can lift the pump in one go. The clean wire or chain of 

the hoist works smoothly in the hoist. No problems with dirty lifting 
chains 

• No more “fishing” for the pump. Connect first time regardless of 
station depth and submergence 

 
Each individual Flygt lifting chain is tested and CE approved and 
supplied with a marker plate showing max. load in accordance with 
the EU Machine directive 2006/42/EC. 
 
Note! Only the Grip Eye / chain combinations listed below are 
approved for function and safety. 
 
Flygt Pump Lift™ components 
• Grip Eye: hangs from the hook of any hoist 
• Chain Sling unit: complete with nylon rope or stainless steel 316 

wire, a short chain and a master link / shackle for connection to 
the pump handle 
• The master link fits Flygt 3000 pumps  
• The shackle is required for pumps with drive unit size 600, 700 

and 800 (with small handle), depending on pump weight. 
 
Part numbers, materials and dimensions: see table on page 2. 
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Flygt Pump Lift™ 
 
Chain sling and grip eye combinations 

 

Note! Only the Grip Eye/ chain combinations listed below are approved for function and 
safety. 

 

Load Chain sling Grip eye 

  
Chain Link / shackle Rope/wire 

  
kg P/No. Material m 

  
P/No. Material 

1 200 442 18 00 Carbon steel 0.3 Link 10m nylon 620 09 00 Carbon steel 

4 200 442 18 02 Carbon steel 0.3 Shackle 15m nylon 620 09 01 Carbon steel 

540 442 18 06 Stainless steel 0.4 Link 10m nylon 620 09 00 Carbon steel 

2 000 442 18 05 Stainless steel 0.7 Link 10m nylon 620 09 01 Carbon steel 

540 442 18 16 Stainless steel 0.4 Link 10m SS 316 620 09 00 Carbon steel 

540 442 18 17 Stainless steel 0.4 Link 7.6m SS 316 620 09 00 Carbon steel 

540 442 18 18 Stainless steel 0.4 Link 6m SS 316 620 09 00 Carbon steel 

540 442 18 19 Stainless steel 0.4 Link 4.6m SS 316 620 09 00 Carbon steel 

 

 

  

 

 

P/No. 620 09 00 P/No. 442 18 00 / 05-19 P/No. 620 09 01 P/No. 442 18 02 

 


