
1  Product description
Introduction
Flygt Lifting Davits and related accessories provide complete systems for instal‐
ling and pulling up submersible mixers and pumps.

Features and benefits
• Quick access for service and inspections

A well-proven lifting davit and the related hoisting equipment simplify service
operations.

• Swiveling davit
The mixer or the pump is turned over the tank and slotted onto one or more
guide bars.

• Optional hoisting equipment
The mixer or the pump is lifted with a lifting wire or a lifting chain, or with the
Flygt Lifting device.

• Quick and full installation
All components are designed and selected to ensure quick installation.
For example, the davit holder is quickly installed with chemical anchor bolts.

• Safe and reliable operation
All components in the lifting system have CE approval.

2  Technical data
2.1  Dimensions and weights
Table 1: Lifting davit

Lifting
davit

Maxi‐
mum
load, kg
(lb)

Product model Maximum
weight, kg (lb)

Maxi‐
mum
reach,
mm (in)Lifting

davit
Davit
holder

150 150
(330)

• SR/PP 4220
• SR 4610–4640
• PP 4630–4640

23 (50) 8.2 (18) 770
(30)

300 300
(660)

• SR 4320
• SR 4410
• SR 4430.010/.090
• SR 4460.020/.820
• SR 4530

88
(194)

30 (66) 2,000
(79)

320 320
(705)

• SR/PP 4230
• SR 4320
• SR 4410
• SR 4430
• SR 4460.010/.020/.090/.800/.

820
• SR 4530
• SR/PP 4650–4660

74
(163)

30 (66) 1,200
(47)

600 600
(1320)

• SR/PP 4670–4680 100
(220)

30 (66) 1,100
(43)

Table 2: Hoisting equipment
For more detailed information, see the separate Technical specifications.

Part Maximum load, kg (lb)

Chain block 500 (1,102)

1,000 (2,205)

Winch 150 (331)

320 (705)

600 (1,323)

Lifting chains Available in various lengths and with
different load capacities

Table 3: Anchor bolt kits
For more detailed information, see the separate Technical specifications.

Lifting davit Size

150 M12

300 M16

320

600

2.2  Materials
Table 4: Lifting davit

Option Standard

Hot dip galvanized steel —

Stainless steel EN 1.4301, AISI 304

EN 1.4404, AISI 316L

Table 5: Lifting chain

Option Standard

Stainless steel EN 1.4301, AISI 304

EN 1.4404, AISI 316L

Table 6: Winch
The electroplated steel option is only applicable for indoor use in a non-aggres‐
sive environment.

Option Rope material

Stainless steel Stainless steel

Electroplated steel
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3  Parts

W
S0

14
80

7A

1

4

6

3

2

5

Item Denomination Comments

1 Lifting davit The lifting davit is adjustable for reach and
height.

2 Davit holder Optional versions:
• Floor mounted version
• Wall mounted version

Optional accessories: chemical anchor
bolts, size M12 or M16

3 Hoisting equipment Optional solutions:
• Winch with bracket and wire, approxi‐

mately 15 m (49 ft)
• Pulley block with chain, 0.5 m (1.6 ft)

The first link is open and connects to
the lifting chain that is fed through the
detachable pulley block.

4 Lifting chain The lifting chain and the lifting wire are op‐
tional.

5 The Flygt Lifting Device The device is optional.
The device unhooks the mixer or pump in
the working position in the water and
leaves no wire or chain.
The device requires a special lifting handle
on the mixer and mixer support.

6 Guide bar system See the separate technical specification.
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